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Zugbruchfestigkeit / Tensile strength:

Spanplatte / particle board: ~ 550  N = 55  kg 
Buche massiv / beech massive: ~ 1200  N = 120  kg  
MDF: ~ 600  N = 60  kg 
Fichte massiv / spruce massive: ~ 600  N = 60  kg
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Clamex P-15 Clamex P-Medius 15/10 Bisco P-15



  RAL Art.  No.

9010 335280

9011 335281

1014 335282

1011 335283

8007 335284

  RAL Art.  No.

7031 335288

7040 335287

7035 335286

9002 335285

 
 
 
100  pcs.

open close

 
 
 

 

 
 

(Diamant) 
DP, Ø 100.4 × 7 × 22  mm 

 
 

 
HW, Ø 100.9 × 7 × 22  mm 

 
 

   
Ø = 6  mm 

Zeta P2

CNC 
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DP, Ø 100.4 × 7 × 30  mm 
NLA 4 / 6.6 / DTK 48  mm

 
 

25 × 90  mm

 
 
 
30 / DTK 48  mm

 

20 × 90  mm

 

16 × 80  mm  

 
 

Ø = 6 /  10 mm  
l = 100 / 35  mm

 
 

 = 4  mm 
75 × 55  mm
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(Clamex P-10)  
60 mm / 30°  – 150°


